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Human Centric Lighting works in harmony with human's circadian rhythm; the solution is based on Bluetooth together with an intuitive and portable 

APP, through which you can easily choose pre-programmed curve or customize your own curve. 

Color temperature and brightness will change automatically according to the time of the day. 

It enhances day-to-day mood, boost productivity, improve attention levels, and more importantly promotes wellbeing and help patient recovery.
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Human Centric Lighting

* End-user can customize their own pro�les on the APP, with a CCT change from 2700K to 6500K.

Default pro�le for health care application
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FUNCTION - BLUETOOTH APP CONTROL FUNCTION - HUMAN CENTRIC LIGHTING
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While the 1st sensor detects motion on the 1st �oor, it switches the 
light on 100% and sends signal to all slave units. All slaves on the 
1st �oor turn on 100% and the master on the 2nd �oor goes to 
stand-by level.
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The person walks to the 2nd �oor, the 2nd master switches the light 
on 100%. All slaves on the 2nd �oor turn the light on 100% and the 
master on the 3rd �oor goes to stand-by level.
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When walks to the 3rd �oor, the 3rd master switches the light on 
100%. All slaves on the 3rd �oor turn the light on 100% and the 
master on the 4th �oor goes to stand-by level. Meanwhile, the lights 
on the 1st �oor are dimmed to stand-by level after hold-time. 
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The person walks to the 4th �oor, the 4th master switches the light on 
100%. All slaves on the 4th �oor turn the light on 100% and the next 
master goes to stand-by level. Meanwhile, all sensor on the 1st �oor 
turn the light off after stand-by period, and all lights on the 2nd �oor 
dim to stand-by level after hold-time. 

Download free APP for set-up and

commissioning

Bluetooth Touch Panel A push switch / EnOcean is usually

utilized during daily operation. 

End-user can either operate on the APP, a push switch or a bluetooth touch panel.

Controller Interface

Application Example - Staircase

To optimize typical staircase application, an exclusively simpli�ed way of setup is accessible in the Bluetooth APP. Designers preset all the staircase pro-�les 

in advance in the of�ce; then all installers need to do is to synchronize the pro-�les on site. Or installers themselves can set all the staircase pro-�les on site 

to do the commissioning. Perfect replacement for RF wireless grouping!

Human Centric Lighting Pro�le on the Bluetooth APP


